Yolo-Solano Rule 3.25 rule revisions.

Add the following to sections to Rule 3.25:

1. Aauthority to Construct — Preliminary Decision Requirements

(@)

(b)

Prior to issuance of a preliminary written decision to issue an Authority to
Construct for a new major stationary source or major modification, the APCO shall
determine:

(1)  That each emissions unit(s) that constitutes the new source or modification
will not violate any applicable requirement of the District’s portion of the
California State Implementation Plan (SIP); and

(i)  That the emissions from the new or modified stationary source will not
interfere with the attainment or maintenance of any applicable national
ambient air quality standard; and

(iii) That the emission limitation for each emissions unit that constitutes the new
source or modification specifies LAER for such units.

If the APCO determines that technological or economic limitations on the
application of measurement methodology to a particular class of sources
would make the imposition of an enforceable numerical emission standard
infeasible, the APCO may instead prescribe a design, operational or
equipment standard. In such cases, the APCO shall make its best estimate as
to the emission rate that will be achieved and must specify that rate in the
application review documents. Any Authority to Construct issued without an
enforceable numerical emission standard must contain enforceable conditions
which assure that the design characteristics or equipment will be properly
maintained or that the operational conditions will be properly performed to
continuously achieve the assumed degree of control. Such conditions shall be
enforceable as emission limitations by private parties under section 304 of the
CAA. The term “emission limitation” shall also include such design,
operational, or equipment standards; and

(iv) The quantity of ERCs or internal emission reductions required to offset the
new source or modification, pursuant to Section 4.3; and

(v) That all ERCs or internal emission reductions required for the new source or
modification have been identified and have been made federally enforceable
or legally and practicably enforcable; and

(vi) That the quantity of ERCs or internal emission reductions determined under
paragraph (b) of Section 4.3 will be surrendered prior to commencing
operation.

Temporary sources and emissions resulting from the construction phase of a new
source are exempt from paragraphs (iv), (v) and (vi) of this Section.
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2. Stack Height Procedures

The degree of emission limitation required of any source for control of any air pollutant
must not be affected by so much of any source's stack height that exceeds good
engineering practice or by any other dispersion technique, except as provided in 40 CFR
51.118(b). For the purposes of this Section, the definitions in 40 CFR 51.100 shall apply.

(a) Before the Control Officer issues an Authority to Construct under this rule to a
source with a stack height that exceeds good engineering practice (GEP) stack
height, the Control Officer shall notify the public of the availability of the
demonstration study and provide opportunity for a public hearing.

(b)  Any field study or fluid model used to demonstrate GEP stack height and any
determination concerning excessive concentration must be approved by the EPA
and the Control Officer prior to any emission limit being established.

(¢) The provisions of Section 5.4 do not restrict, in any manner, the actual stack height
of any stationary source or facility.
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